
Table 1 - Emission Factors for Fuel Burning Equipment

Equipment Fuel Type Units
VOC Emission Factor 

(lb/unit)
NOx Emission 
Factor (lb/unit)

Boiler or Heater Natural Gas Therms* 0.000667 0.0124
Boiler or Heater LPG or Propane Gallons 0.000260 0.0128
Boiler or Heater Diesel Fuel Gallons 0.00132 0.0200
IC Engine Natural Gas Therms* 0.0114 0.396
IC Engine LPG or Propane Gallons 0.0830 0.139
IC Engine Diesel Fuel Gallons 0.0375 0.469
IC Engine Gasoline Gallons 0.206 0.102
Orchard Heater Diesel Fuel Gallons 0.0160 0
Orchard Heater LPG or Propane Gallons 0.00320 0
* 1 Therm = 100,000 BTUs

1 SCF Nat Gas = 1050 BTUs = 0.0105 Therms

Table 2 - Fuel Burning Equipment - Factors for Fuel Usage Calculations when Annual Fuel Usage is Unknown

Equipment Fuel Type Units
Usage Factor 
(units/HP-hr)

Usage Factor 
(Btu/unit)

Capacity 
Factor

Boiler or Heater Natural Gas Therms* - 100,000 0.65
Boiler or Heater LPG or Propane Gallons - 91,500 0.65
Boiler or Heater Diesel Fuel Gallons - 137,800 0.65
IC Engine Natural Gas Therms* 0.0780 - -
IC Engine LPG or Propane Gallons 0.0850 - -
IC Engine Diesel Fuel Gallons 0.0500 - -
IC Engine Gasoline Gallons 0.110 - -
Orchard Heater Diesel Fuel Gallons - 137,800 0.65
Orchard Heater LPG or Propane Gallons - 91,500 0.65


